
































HQ-5050-12W FEATURES
•	 Excellent decorative properties
•	 For general purpose
•	 Double PCB for good current flow, reduced heat 

and longer diode life
•	 Warranty 2 years L70
•	 High brightness
•	 Easy installation with adhesive 3M tape

PROFESSIONAL LED

PLA
ADVERTISING

Series HQ-5050-60LED-19.2W-RGBNW

LED

Type 5050
Number/m 60
Power/m 12W
Voltage 12V
Spacing 16.7mm

Ra >75

PCB
Patches Double
Cuttable 100mm

Color White

Width

IP

33 - 8mm
54 Nano coating 8mm
65 Ultrathin silicone 8mm
65 Liquid silicone 10mm

CONTROLLER AND DIMMER LIGHTING LED

Features

•	 Control via the remote control
•	 Choosing 1 of 6 dynamic functions
•	 You can adjust the speed of play program
•	 Control of brightness
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HQ-5050-11WFEATURES
•	 New ID design, simple and elegant, highly      

textured
•	 Integrated 5050 SMD LED with double color 

temperature, good light-mixing effect
•	 Anti-oxidation by silver
•	 Double-sided pure copper PCB, low attenuation
•	 ERP color system, good color uniformity
•	 CE, RoHS, UL compliant, guaranteeing reliable 

PROFESSIONAL LED

PLA
ADVERTISING

Series HQ-5050-60LED-11W-WWCW-24V

LED

Type 5050
Number/m 60
Power/m 11W
Voltage 24V
Spacing 16.7mm

Ra ≥80

PCB
Patches Double
Cuttable 50mm

Color White

Width
IP 20 - 8mm
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Features

•	 Control via the remote control
•	 Choosing 1 of 6 dynamic functions
•	 You can adjust the speed of play program
•	 Control of brightness



HQ-2835-11W FEATURES
•	 New ID design, simple and elegant, highly      

textured
•	 Integrated 5050 SMD LED with double color 

temperature, good light-mixing effect
•	 Anti-oxidation by silver
•	 Double-sided pure copper PCB, low attenuation
•	 ERP color system, good color uniformity
•	 CE, RoHS, UL compliant, guaranteeing reliable 

quality

PROFESSIONAL LED

PLA
ADVERTISING

Series HQ-2835-120LED-11W-WWCW-12V

LED

Type 2835
Number/m 120
Power/m 11W
Voltage 12V
Spacing 8.3mm

Ra ≥80

PCB
Patches Double
Cuttable 100mm

Color White

Width
IP 20 - 8mm
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Features

•	 Control via the remote control
•	 Choosing 1 of 6 dynamic functions
•	 You can adjust the speed of play program
•	 Control of brightness





UHQ-64LED-6W FEATURES
•	 High efficiency and saving energy
•	 Spectroscopic standard ERP, one BIN only, good 

color uniformity
•	 3oz pure copper PCB, low attenuation
•	 Silver-Tin pad design, easy soldering
•	 Double-sided pure copper PCB, low attenuation
•	 MacAdam 5 step (MacAdam 3 step on demand)
•	 Warranty 5 years L70
•	 The ability to cut every 125cm

PROFESSIONAL LED

PLA
ADVERTISING

Series UHQ-64LED-6W-x

LED

Type 2835
Number/m 64
Power/m 6W
Voltage 24V
Spacing 15.6mm

Ra ≥90 (≥95 on demand)

SDCM   MacAdam 5-step 
(MacAdam 3-step on demand)

PCB
Patches Double
Cuttable 125mm

Color White

Width
IP 33 - 10mm

Luminous 
Efficacy (lm/m)

LIGHT
UHQ-64LED-6W-WW-3kK WW-Warm White 2700~3000K

935lm/m
+/- 5%UHQ-64LED-6W-NW-4kK NW-Neutral White 4000~4500K

UHQ-64LED-6W-W-6kK W-White 6000~7000K
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UHQ-128LED-12WFEATURES
•	 High efficiency and saving energy
•	 Spectroscopic standard ERP, one BIN only, good 

color uniformity
•	 3oz pure copper PCB, low attenuation
•	 Silver-Tin pad design, easy soldering
•	 Double-sided pure copper PCB, low attenuation
•	 MacAdam 5 step (MacAdam 3 step on demand)
•	 Warranty 5 years L70
•	 The ability to cut every 62.5cm

PROFESSIONAL LED

PLA
ADVERTISING

Series UHQ-128LED-12W-x

LED

Type 2835
Number/m 128
Power/m 12W
Voltage 24V
Spacing 7.8mm

Ra ≥90 (≥95 on demand)

SDCM  MacAdam 5-step MacAdam 5-step 
(MacAdam 3-step on demand)

PCB
Patches Double
Cuttable 62.5mm

Color White

Width
IP 33 - 10mm

Luminous 
Efficacy (lm/m)

LIGHT
UHQ-128LED-12W-WW-3kK WW-Warm White 2700~3000K

1890lm/m
+/- 5%UHQ-128LED-12W-NW-4kK NW-Neutral White 4000~4500K

UHQ-128LED-12W-W-6kK W-White 6000~7000K
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UHQ-192LED-18W FEATURES
•	 High efficiency and saving energy
•	 Spectroscopic standard ERP, one BIN only, good 

color uniformity
•	 3oz pure copper PCB, low attenuation
•	 Silver-Tin pad design, easy soldering
•	 Double-sided pure copper PCB, low attenuation
•	 MacAdam 5 step (MacAdam 3 step on demand)
•	 Warranty 5 years L70
•	 The ability to cut every 41.6cm

PROFESSIONAL LED

PLA
ADVERTISING

Series UHQ-192LED-18W-x

LED

Type 2835
Number/m 192
Power/m 18W
Voltage 24V
Spacing 5.2mm

Ra ≥90 (≥95 on demand)

SDCM  MacAdam 5-step 
(MacAdam 3-step on demand)

PCB
Patches Double
Cuttable 41.6mm

Color White

Width
IP 33 - 10mm

Luminous 
Efficacy (lm/m)

LIGHT
UHQ-192LED-18W-WW-3kK WW-Warm White 2700~3000K

2845lm/m
+/- 5%UHQ-192LED-18W-12W-NW-4kK NW-Neutral White 4000~4500K

UHQ-192LED-18W-12W-W-6kK W-White 6000~7000K
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